
Met deze warmtewisselaars van Blokland Non Ferro 
maakt u nuttig gebruik van de ‘afvalwarmte’ van uw 
motor. Deze zogenoemde afvalwarmte van circa 80 oC 
kan met gebruik van een warmtewisselaar uw woon- 
en slaapvertrekken geheel of gedeeltelijk verwarmen. 
De montage is eenvoudig, waardoor de montagekosten 
gering zijn. 

Bij correcte installatie van het CV-leidingwerk en
door de warmtewisselaar verticaal te monteren werkt
het systeem door middel van natuurlijke circulatie,
waardoor een pomp niet nodig is. Kortom: een
product dat wij warm aanbevelen!

With these heat exchangers of Blokland Non Ferro you 
make good use of the ‘waste heat’ of your engine. 
With the use of a heat exchanger this waste heat of 
approximately 80°C can be used to fully or partially 
heat your sleep- and living quarters. The installation is 
simple and the installation costs are low.

When the pipework for the central heating system is 
properly installed and by mounting the heat exchanger
vertically, the system can work through natural 
circulation and a pump is not necessary. In short: a 
product we warmly recommend!

CV-warmtewisselaar 
Heat recovery



Type 140
Warmtewisselaar
Heat recovery

Type A
mm

B
mm

C
mm

D
BSP

E
draad thread

F
mm

140 - 100 403 140 90 1” - 11/
2
” 2” - 3” 175

140 - 120 508 140 90 1” - 11/
2
” 2” - 3” 175

140 - 150 640 140 90 1” - 11/
2
” 2” - 3” 175

140 - 175 705 140 90 1” - 11/
2
” 2” - 3” 175

140 - 200 820 140 90 1” - 11/
2
” 2” - 3” 175

Type 165
Warmtewisselaar
Heat recovery

Type A
mm

B
mm

C
mm

D
BSP

E
draad thread

F
mm

165 - 200 500 165 80 1” - 11/
2
” 2” 201

165 - 250 630 165 80 1” - 11/
2
” 2” 201

165 - 300 750 165 80 1” - 11/
2
” 2” 201

Type 165
Warmtewisselaar
Heat recovery

Type A
mm

B
mm

C
mm

D
BSP

E
flens flange

F
mm

165 - 200 500 165 80 1” - 11/
2
” 2” - 3” - 4” 201

165 - 250 630 165 80 1” - 11/
2
” 2” - 3” - 4” 201

165 - 300 750 165 80 1” - 11/
2
” 2” - 3” - 4” 201

Type 140
Warmtewisselaar
Heat recovery

Type A
mm

B
mm

C
mm

D
BSP

E
flens flange

F
mm

140 - 100 403 140 93 1” - 11/
2
” 2” - 3” 175

140 - 120 508 140 93 1” - 11/
2
” 2” - 3” 175

140 - 150 640 140 93 1” - 11/
2
” 2” - 3” 175

140 - 175 705 140 93 1” - 11/
2
” 2” - 3” 175

140 - 200 820 140 93 1” - 11/
2
” 2” - 3” 175

CV Installatie Central heating

Type CV Ketel Boiler
kcal

140 - 100 12.000

140 - 120 14.000

140 - 150 18.000

140 - 175 21.000

140 - 200 24.000

165 - 200 24.000

165 - 250 30.000

165 - 300 36.000
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